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DCO Carbon monoxide detector

	 Detector capable of measuring the concentration 
of CO (carbon monoxide) and transmit the reading to 
central control, for further processing.

	 In the COsensor CO detection system, detectors 
feed on and communicate with the control panel by a 
two-wire line. Each cycle of operation of the control panel 
takes approximately 1 minute. During the 99.7% of that 
time, control panel is limited to feed the detectors, and 
during the last 200 msec. each cycle is the reading of the 
concentration of CO.

	 The DCO detector stages are power supply, Sensor, 
Control and heating sensor, signal processing and signalling.

	 Recommended installation features:
•	 Coverage of each detector: 200 m2.
•	  WARNING: DCO detectors HAVE POLARITY.
•	 Detectors installed at height of 1,5 to 2 m.

	 It is recommended the use of cable with a minimum section of 1,5 mm² and, in a lineal distribution of 
detectors, the maximum length of this cable by zone should not exceed the 600m. In case the length of the 
cable by area exceeding 600 m a minimum cross section of 2.5 mm² cable should be used.

	 The detector is ready for installations with tube Ø16 mm.

	 The detectors have a led that indicates:

•  GREEN LIGHT: It indicates the correct operation of the generation of pulses of 	 	 	 	
   the heating element and the sensor section.

•  RED LIGHT: Indicates greater than 50 ppm CO concentration.

	 In accordance with UNE 23300 recommended to change sensor every 5 years.

	 The  system complies with UNE 23300 concerning the detection of carbon monoxide measurement 
and control systems.

TECHNICAL FEATURES
Supply

Reset voltage

Alarm consumption

Max. current in standby

Max. current in alarm

13 - 28V with polarity

< 12,5V

40 mA (at 18V)

High period: 45 mA

Low period: 17 mA

High period: 58 mA

Low period: 30 mA

Size
Diameter: 115 mm

High: 75 mm
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